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NOTES: : 1. THIS DRAWING CONFIRMS THE MINIMUM ACCEPTABLE DESIGN REQUIREMENTS FOR PRIVATE THIS DRAWING CONFIRMS THE MINIMUM ACCEPTABLE DESIGN REQUIREMENTS FOR PRIVATE ROADS IN URBAN AND RURAL ZONES. 2. REFER TO SECTION 3.2 OF AS2890.1 FOR WIDTH AND LOCATION OF PASSING BAYS. REFER TO SECTION 3.2 OF AS2890.1 FOR WIDTH AND LOCATION OF PASSING BAYS. 3. PAVEMENT DESIGN ALLOWS FOR DWELLING CONSTRUCTION TRAFFIC & ASSUMES A MINIMUM PAVEMENT DESIGN ALLOWS FOR DWELLING CONSTRUCTION TRAFFIC & ASSUMES A MINIMUM SOAKED CBR OF 5. THICKER PAVEMENT MAY BE REQUIRED IN SOME CASES. 4. REFER SD102 FOR KERB & GUTTER SHAPES AND SD120 FOR SUBSOIL DRAINAGE DETAILS. REFER SD102 FOR KERB & GUTTER SHAPES AND SD120 FOR SUBSOIL DRAINAGE DETAILS. 5. PAVEMENT DESIGN, EARTHWORKS, DRAINAGE AND SUB-SURFACE DRAINAGE SHALL BE IN PAVEMENT DESIGN, EARTHWORKS, DRAINAGE AND SUB-SURFACE DRAINAGE SHALL BE IN ACCORDANCE WITH COUNCILS DESIGN & CONSTRUCTION SPECIFICATIONS. 6. MINIMUM RESERVE WIDTH WIDTH MAY REQUIRE WIDENING DEPENDANT ON SERVICES AND MINIMUM RESERVE WIDTH WIDTH MAY REQUIRE WIDENING DEPENDANT ON SERVICES AND DRAINAGE REQUIREMENTS. 7. MINIMUM CARRIAGEWAY WIDTH MAY REQUIRE SOME WIDENING FOR TRAFFIC SAFETY MINIMUM CARRIAGEWAY WIDTH MAY REQUIRE SOME WIDENING FOR TRAFFIC SAFETY REQUIREMENTS
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